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RST/HST SAUMATTOMAT PUTKET

Pituus

5000 - 7000 mm

Saatavilla myös hiottuna.

Ainestodistus
EN 10204/3.1

Standardi
EN 10216-5

Mitta
mm

Paino
kg/m

13,00x1,00 0,300

13,00x1,50 0,432

13,00x2,50 0,657

13,50x1,60 0,477

13,50x2,00 0,576

13,50x2,30 0,645

13,50x2,60 0,710

13,50x2,90 0,770

13,72x1,65 0,498

13,72x2,24 0,644

13,72x3,02 0,809

14,00x1,00 0,326

14,00x1,50 0,470

14,00x2,00 0,601

14,00x2,50 0,720

14,00x3,00 0,826

15,00x1,00 0,351

15,00x1,50 0,507

15,00x2,00 0,651

15,00x2,50 0,783

15,00x3,00 0,901

15,00x4,00 1,102

16,00x1,00 0,376

16,00x1,50 0,545

16,00x2,00 0,701

16,00x2,50 0,845

16,00x3,00 0,976

16,00x3,50 1,096

16,00x4,00 1,202

Mitta
mm

Paino
kg/m

16,00x5,00 1,378

17,00x1,00 0,401

17,00x1,50 0,582

17,00x3,00 1,052

17,15x1,65 0,640

17,15x2,31 0,858

17,15x3,2 1,117

17,20x1,60 0,625

17,20x2,00 0,761

17,20x2,30 0,858

17,20x2,90 1,038

17,20x3,20 1,122

18,00x1,00 0,426

18,00x1,50 0,620

18,00x2,00 0,801

18,00x2,50 0,970

18,00x3,00 1,127

18,00x3,50 1,271

18,00x4,00 1,402

20,00x1,00 0,476

20,00x1,50 0,695

20,00x2,00 0,901

20,00x2,50 1,096

20,00x3,00 1,277

20,00x3,50 1,446

20,00x4,00 1,603

20,00x5,00 1,878

21,00x3,00 1,352

21,30x1,60 0,789

Mitta
mm

Paino
kg/m

3,00x0,50 0,031

4,00x0,50 0,043

4,00x1,00 0,075

5,00x0,50 0,060

5,00x1,00 0,100

6,00x0,50 0,069

6,00x1,00 0,125

6,00x1,50 0,169

6,00x2,00 0,200

7,00x1,00 0,150

8,00x0,50 0,094

8,00x1,00 0,175

8,00x1,50 0,244

8,00x2,00 0,300

9,00x1,00 0,200

10,00x1,00 0,225

10,00x1,50 0,319

10,00x2,00 0,401

10,00x2,50 0,470

10,00x3,00 0,526

10,20x1,60 0,345

10,20x2,00 0,411

11,00x1,50 0,357

12,00x1,00 0,275

12,00x1,50 0,394

12,00x2,00 0,501

12,00x2,50 0,595

12,00x3,00 0,676

12,00x4,00 0,801


