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Saatavilla myös hiottuna.

RST/HST SAUMATTOMAT PUTKET

Pituus

5000 - 7000 mm

Ainestodistus
EN 10204/3.1

Standardi
EN 10216-5

Mitta
mm

Paino
kg/m

32,00x1,50 1,146

32,00x2,00 1,502

32,00x2,50 1,847

32,00x3,00 2,178

32,00x3,50 2,438

32,00x4,00 2,804

33,00x1,50 1,183

33,00x4,00 2,905

33,40x2,77 2,125

33,40x3,38 2,541

33,40x4,55 3,287

33,40x6,35 4,301

33,40x9,09 5,540

33,70x1.60 1,324

33,70x2,00 1,588

33,70x2,60 2,025

33,70x2,90 2,237

33,70x3,20 2,444

33,70x3,60 2,713

33,70x4,05 3,007

33,70x4,50 3,29

34,00x1,50 1,221

34,00x2,00 1,653

34,00x3,50 2,673

34,00x4,00 3,005

34,00x5,00 3,631

34,00x5,50 3,925

35,00x1,50 1,258

35,00x2,00 1,653

Mitta
mm

Paino
kg/m

26,67x2,11 1,298

26,67x2,87 1,710

26,67x3,91 2,228

26,67x5,54 2,931

26,90x1,60 1,043

26,90x2,00 1,247

26,90x2,30 1,417

26,90x2,60 1,582

26,90x2,90 1,582

26,90x3,20 1,899

27,00x3,00 1,803

27,00x4,00 2,304

28,00x1,00 0,676

28,00x1,50 0,995

28,00x2,00 1,302

28,00x2,50 1,596

28,00x3,00 1,878

28,00x3,50 2,117

28,00x4,00 2,403

28,00x5,00 2,880

30,00x1,00 0,726

30,00x1,50 0,995

30,00x2,00 1,302

30,00x2,50 1,721

30,00x2,60 1,784

30,00x3,00 2,028

30,00x3,50 2,320

30,00x4,00 2,604

30,00x5,00 3,130

Mitta
mm

Paino
kg/m

21,30x2,00 0,967

21,30x2,60 1,217

21,30x2,90 1,336

21,30x3,20 1,450

21,34x2,11 1,016

21,34x2,77 1,288

21,34x3,73 1,645

21,34x4,78 1,980

22,00x1,00 0,526

22,00x1,50 0,770

22,00x2,00 1,002

22,00x2,50 1,221

22,00x3,00 1,427

22,00x4,00 1,803

23,00x1,50 0,808

23,00x2,00 1,051

23,00x4,00 1,903

24,00x2,00 1,102

24,00x3,50 1,797

24,00x4,00 2,003

25,00x1,00 0,601

25,00x1,50 0,883

25,00x2,00 1,152

25,00x2,50 1,409

25,00x3,00 1,605

25,00x3,50 1,884

25,00x4,00 2,103

25,00x5,00 2,504

25,00x6,00 2,855


