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RST/HST SAUMATTOMAT PUTKET

Pituus

5000 - 7000 mm

Saatavilla myös hiottuna.

Ainestodistus
EN 10204/3.1

Standardi
EN 10216-5

Mitta
mm

Paino
kg/m

35,00x2,50 2,035

35,00x3,00 2,404

35,00x4,00 3,105

35,00x5,00 3,756

36,00x2,00 1,703

38,00x1,50 1,371

38,00x2,00 1,803

38,00x2,50 2,222

38,00x2,60 2,305

38,00x3,00 2,629

38,00x3,60 3,101

38,00x4,00 3,405

38,00x4,50 3,775

38,00x5,00 4,132

38,00x6,00 4,808

38,00x6,30 5,000

40,00x1,50 1,446

40,00x2,00 1,903

40,00x2,50 2,348

40,00x3,00 2,779

40,00x4,00 3,606

40,00x5,00 4,382

42,00x2,00 2,003

42,00x3,00 2,930

42,00x6,00 5,409

42,16x2,77 2,732

42,16x3,56 3,441

42,16x4,85 4,531

42,16x6,35 5,694

Mitta
mm

Paino
kg/m

42,40x1,60 1,635

42,40x2,00 2,023

42,40x2,60 2,591

42,40x2,90 2,868

42,40x3,20 3,141

42,40x3,60 3,498

42,40x4,05 3,889

42,40x4,50 4,270

43,00x1,50 1,559

43,00x5,50 5,165

44,00x2,00 2,103

44,50x2,00 2,128

44,50x2,60 2,728

44,50x2,90 3,021

44,50x4,00 4,056

44,50x5,00 5,008

45,00x1,60 1,733

45,00x2,00 2,153

45,00x3,00 3,155

45,00x3,50 3,637

45,00x5,00 5,008

48,00x4,00 4,407

48,26x2,77 3,155

48,26x3,68 4,108

48,26x5,08 5,493

48,26x7,14 7,352

48,30x1,60 1,871

48,30x2,00 2,319

48,30x2,60 2,975

Mitta
mm

Paino
kg/m

48,30x2,90 3,297

48,30x3,20 3,614

48,30x3,60 4,029

48,30x4,05 4,487

48,30x5,00 5,421

48,30x6,30 6,626

49,00x5,50 5,991

50,00x1,50 1,822

50,00x2,00 2,404

50,00x2,50 2,974

50,00x3,00 3,531

50,00x4,00 4,607

50,00x5,00 5,634

50,00x6,00 6,611

51,00x2,00 2,454

51,00x2,60 3,151

51,00x4,00 4,708

52,00x1,50 1,897

52,00x2,00 2,504

52,00x4,00 4,804

53,00x1,50 1,934

53,00x3,00 3,756

53,00x3,60 4,453

53,00x4,00 4,908

53,00x4,50 5,465

54,00x2,00 2,604

55,00x2,50 3,287

55,00x5,00 6,260

57,00x2,00 2,754


