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Saatavilla myös hiottuna.

RST/HST SAUMATTOMAT PUTKET

Pituus

5000 - 7000 mm

Ainestodistus
EN 10204/3.1

Standardi
EN 10216-5

Mitta
mm

Paino
kg/m

57,00x2,60 3,542

57,00x2,90 3,929

57,00x3,50 4,689

57,00x4,00 5,308

57,00x4,50 5,916

57,00x5,00 6,510

57,00x6,50 8,219

60,00x5,00 6,886

60,30x1,60 2,352

60,30x2,00 2,92

60,30x2,60 3,757

60,30x2,90 4,168

60,30x3,20 4,575

60,30x3,60 5,111

60,30x4,00 5,639

60,30x4,50 6,228

60,30x5,00 6,923

60,30x6,30 8,519

60,33x2,77 3,99

60,33x3,91 5,521

60,33x5,54 7,596

60,33x8,74 11,283

63,50x2,50 3,819

63,50x5,00 7,324

64,00x2,00 3,105

65,00x2,50 3,913

65,00x3,00 4,657

65,00x3,50 5,39

68,00x4,00 6,41

Mitta
mm

Paino
kg/m

80,00x5,00 9,390

82,50x3,60 7,112

85,00x2,50 5,165

88,90x2,00 4,352

88,90x2,30 4,987

88,90x2,60 5,620

88,90x3,05 6,557

88,90x3,20 6,867

88,90x3,60 7,689

88,90x4,05 8,605

88,90x4,50 9,510

88,90x5,00 10,504

88,90x5,49 11,466

88,90x5,60 11,680

88,90x6,30 13,030

88,90x7,62 15,509

88,90x10,00 19,756

88,90x11,10 21,674

90,00x5,00 10,642

97,00x4,00 9,315

100,00x3,00 7,287

100,00x5,00 11,894

101,60x3,60 8,834

101,60x4,05 9,893

101,60x5,00 12,094

101,60x5,74 13,778

101,60x8,08 18,921

102,00x6,50 15,544

105,00x2,50 6,417

Mitta
mm

Paino
kg/m

70,00x2,00 3,405

70,00x2,90 4,873

70,00x3,00 5,033

70,00x4,00 6,611

70,00x4,50 7,381

70,00x5,00 8,138

70,00x6,30 10,048

70,00x7,00 11,043

73,03x3,05 5,344

73,03x5,16 8,769

73,03x7,01 11,588

76,00x5,00 8,889

76,00x6,00 10,517

76,10x2,00 3,711

76,10x2,30 4,25

76,10x2,60 4,785

76,10x2,90 5,315

76,10x3,20 5,841

76,10x3,60 6,535

76,10x4,00 7,222

76,10x4,50 8,068

76,10x5,00 8,901

76,10x6,30 11,011

76,10x7,10 12,267

76,10x8,00 13,641

76,10x10,00 16,551

80,00x2,00 3,906

80,00x2,50 4,852

80,00x4,00 7,612


