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RST/HST SAUMATTOMAT PUTKET

Pituus

5000 - 7000 mm

Saatavilla myös hiottuna.

Ainestodistus
EN 10204/3.1

Standardi
EN 10216-5

Mitta
mm

Paino
kg/m

108,00x3,00 7,888

108,00x3,20 8,397

108,00x3,60 9,411

108,00x4,00 10,417

108,00x4,50 11,662

108,00x5,00 12,896

108,00x6,30 16,043

108,00x8,00 20,032

114,30x2,60 7,272

114,30x3,05 8,496

114,30x3,20 8,902

114,30x3,60 9,979

114,30x4,00 11,047

114,30x4,50 12,372

114,30x5,00 13,684

114,30x5,40 14,725

114,30x6,02 16,322

114,30x6,30 17,037

Meiltä saat myös 
mittatilausputket.

Mitta
mm

Paino
kg/m

114,30x7,10 19,058

114,30x8,56 22,665

114,30x13,49 34,08

114,30x17,12 41,66

121,00x4,00 11,719

127,00x4,00 12,32

133,00x4,00 12,921

133,00x5,00 16,86

133,00x6,30 19,987

139,70x4,00 13,592

139,70x5,00 16,86

139,70x6,30 21,044

139,70x7,10 27,005

141,30x6,55 22,101

141,30x9,53 31,444

141,30x15,88 49,87

159,00x4,50 17,409

159,00x5,00 19,281

Mitta
mm

Paino
kg/m

159,00x6,30 24,089

159,00x7,10 27,005

168,28x7,11 28,69

168,28x10,97 43,21

168,28x18,26 68,59

168,30x3,45 14,241

168,30x4,50 18,457

168,30x5,00 20,445

168,30x6,30 25,556

219,08x6,35 33,57

219,08x8,18 43,2

219,08x12,70 66,02

219,10x10,00 52,359

273,05x9,27 64,1

273,05x12,70 82,2

323,85x10,31 80,94

323,85x12,70 98,94


